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DETAIL SPECIFICATION 

 
BELT, V: ENGINE ACCESSORY DRIVE, GENERAL SPECIFICATION FOR 

 
This specification is approved for use by all Departments and 

Agencies of the Department of Defense. 
 

This supplement forms a part of MIL-DTL-11040G, dated 15 January 2009. 
 
 

SPECIFICATION SHEETS 
 

MS51065 Belts, V: Engine Accessory Drive (0.380 Inch Width) 
MS51066 Belts, V: Engine Accessory Drive (0.500 Inch Width) 
MS51067 Belts, V: Engine Accessory Drive (0.688 Inch Width) 
MS51068 Belts, V: Engine Accessory Drive (0.750 Inch Width) 
MS51069 Belts, V: Engine Accessory Drive (0.875 Inch Width) 
MS51070 Belts, V: Engine Accessory Drive (1.000 Inch Width) 
 

 
 

CONCLUDING MATERIAL 
 
 
 
Custodians:   Preparing activity: 
  Army - AT                                                                                          DLA - CC 
  Navy - YD 
  Air Force - 99   (Project 3030-2008-003) 
  DLA - CC 
 
Review activities: 
  Army - AR, MI, SM 
  Navy - MC, SH 
  Air Force - 71 
 

 
 
NOTE:  The activities listed above were interested in this document as of the date of this document. 
Since organizations and responsibilities can change, you should verify the currency of the information 
above using the ASSIST Online database at http://assist.daps.dla.mil. 
 
 
 
 
 
AMSC N/A                                                                                                                                FSC 3030               

http://assist.daps.dla.mil/

