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NOTES:
1. MATERIAL: Steel, carbon in accordance with procurement specification. e
Steel . corrosion-resisting in accordance with procurement specification.
2, w: Cadmium plated in accordance with procurement specification.
2inc plated in sccordance vith procurement specification.
l’hosthe coating in accordance with 'rrocure-ent specification.
Passivation treatment in accordance with procuremeat specification,
S. DIMENSIONS AND TOLERANCES: Dimensions and toleramces mot shown shall be im accordance vith
SAE Standard for Flareless Tube Fitti:ss $SA! Js14),
@ 4. THREADS: Threads shall be in accordance wvith Screw-Thread Standards for Federal Services,

FED-STD-H28.

@ S. PART NUMBER: The MS part number consists of the MS number, plus the dash number and (for

complete assembly) the applicable MS51825 sleeve style designator.

A. For complete assembly (with nut and sleeve), cadmium plated, use the
MS number plus the assembly dash number and the sleeve style desigrator.
Example: MS5183Y-1A or MS51839-1B.

B. For body only, cadmium plated, use the MS number and the body dash
number., FExample: MS51839-21.

C. For zinc coating add "Z" and (for complete assembly) the sleeve style
designator to the dash number. Example: MS51839-1ZA or MS51839-12ZB
or MS51839-21Z.

D. Eor phosphate coating add "P" and (for complete assembly) the sleeve
style designator to the dash number. gxample: MS51839-1PA or
MS51839-1PB or MS51839-21P.

E. For corrosion-resisting steel add "SS" and (for complete assembly) the
sleeve style designator to the dash number. Example: MS51839-1SSA or
MS51839-1SSB or MS51839-218S.

REVISED@ 17 AsR 1970 9 our 1973 © 22NOVI9T4 (D) 30 Jul

6. ;or guil‘ feature purposes, this standard takes precedence over procuremsent documents refereaced i
erein, e
7. Reference documents shall be of the issue in effect on date of invitations for bid. «
8, :‘i:o u}mt:auon {s for identification and is not intended to restrict designs or shapes not b
nsioned,
9. Procure the O-Ring “ﬁ““l{ and install immediately defore installation of the fitting. 8
%10, After 9 July 1973, bodies will be used for production only and be stocked for mia- ]
temance. Existing stock of bodies should be used until depleted. 3
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