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NOTES:
1. MATERIAL: Steel, carbon in accordance with procuresent specification.
. corrosion-resisunf in accordance wvith procurement specification.
a

Steel
2. PROTECTIVE cog‘m’«c: Cadmium plated accordsnce with procurement specification.
Ziac plated in accordance with procurement specificatioa.
l’hosf:ue coating ia accordance with procurement specification.
Passivation treatment in accordance with procuremeat specification.

3. DIMENSIONS AND TOLERANCES: Dimensions aad tolerances mot shown shall be in accordamce vith
SAE Standard for Flareless Tube Fittines (SAE JS14).
@ 4. THREADS: Threads shall be in accordance with Screw-Thread Standards for Federal
Services, FED-STD-H28.

@ 5. PART NUMBER: The MS part number consists of the MS number, plus the dash number and

(for complete assembly) the applicable MS51825 sleeve style designator.

A. For complete assembly (with nut and sleeve), cadmium plated, use the
S number, plus the assembly dash number and the sleeve style
degignator. Example: #S51843-1A or MSS51843-18.,

B. For body only, cadmium plated, use the MS number and the body
dash number. Example: MS51843-21,

C. Por zinc coating add "Z" and (tor complete assembly) the sleeve

¢istril otion is unlimised.
.
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-2 f style designator to the dash number. Example: MS51843-1Z2A or

2333 MS51843-12B or MS51843-21Z,

- i D. For phosphate coating add "P" and (for complete assembly) the sleeve

- 2 .!. style designator to the dash number. Example: MS51843-1PA or

- MS51843-1P8 or MS51843-21P,

.31"1" E. For corrosion-resisting steel add "SS" and (for complete assembly)

—..3‘-3 the sleeve style designator to the dash number. Example:

¢ 58_‘ MS51843-1SSA or MS»1843-1SSB or MSH1843-21SS.

4 33 &. For design feature purposes, this scandard takes precedence over procurement documents refer- 'i

ass enced herein. . e

e . d nts shall be of the issue in effect on date of invitations for bid.

<]§ ! ;. gzeﬁll‘::tr::‘i.o: :s for identification and is not intended to restrict designs or shapes not §
dimensioned.

< 2 . 0-Ring separately and install immediately before insctallation of the fitting. e

:—!; ':.‘3 . l?). :;::':'r; ;{:;y 19?'3‘? bzﬁm viyl be used for production only and S! be stocked for main- a

-_;!:ii tenance, Existing stock of bodies should be used until depleted. -
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