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Example of part no.
MS27333 - 12 - 1

b

MS No. Shell Boot
Size Geometry

.1 Straight '

-2 90° Elbow

(C)FOR CHANGES, SEE PAGE |

INCHES MM INCHES MM INCHES MM INCHES MM
. 010 .25 .608 15.44 1.018 25.86 1.360 34.54
.110 2.79 .642  16.31 1.024 26.01 1.375 34.93
.200 5.08 .673  17.09 1.031  26.19 1.392 35.36
. 290 7.37 .730 18.54 1.070 27.18 1.399 35.53
. 317 8.05 .734 18.64 1.078  27.38 1. 469 37.31
.400 10.16 .766  19.46 1.094 27.79 1.484 37.69
.434  11.02 .798 20,27 1.110 28.19 1.518 38.56
.450 11.43 .858 21.79 1.125 28.58 1.610 40.89
.490 12.45 .860 21.84 1.142 29.01 1.625 41.28
.500 12.70 .892 22.66 1.149 29.18 1.642 41.171
.516  13.11 .899 22.83 1.234 31.34 1.703 43.26
.548 13.92 .922  23.42 1.268 32.21 1.734 44. 04
.550  13.97 .984  24.99 1.274 32.30 2.047 51.99
.590 14.99 1.000 25.40 1.281 32.54
.594 15.09 1.016 25.81 1.297 32.94
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NOTES: o
1. Dimensions are in inches.
2. Melric equivalents (to the nearest .01 mm) are given for general information
only and are based upon 1 inch = 25.4 mm. ©
3. Entrance configuration optional with indicated cross section area. ©
4. Material: Translucent nylon. z
£. Minimum plastic wall thickness . 020(.51 mm). g
€. For design feature purposes, this standard takes precedence over documents L
referenced herein. o
Referenced documents shall be of the issue in effect on the date of invitations s
for bid. 2
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