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MILITARY STANDARD 
 

FITTINGS, LUBRICATION (HYDRAULIC) SURFACE CHECK, 
1/4-28 TAPER THREADS, NICKEL-COPPER ALLOY, TYPE IV 

 
 MS15004B, dated 10 February 1989, is hereby canceled.  Future acquisitions for this item may refer 
to Society of Automotive Engineers (SAE) Aerospace Standard (AS) AS15004, “Fitting, Lubrication, 
Hydraulic, Surface Check, .250-28 Taper Threads, Nickel-Copper Alloy, Type IV”. 
 
 Table I provides a detailed cross-reference of canceled MS15004 Part or Identifying Numbers (PINs) 
and replacement AS15004 PINs.  Users are cautioned to evaluate replacements for their particular 
application. 
 

 (Copies of this document are available online from http://www.sae.org or from the Society of 
Automotive Engineers, 400 Commonwealth Drive, Warrandale, PA 15096-001.) 
 

TABLE I.  Cross-reference data. 
 

Cancelled MS PIN Replacement AS15004 PIN
MS15004-1 AS15004-1 
MS15004-2 AS15004-2 
MS15004-3 AS15004-3 

 
 

CONCLUDING MATERIAL 
 
 
 Custodians:   Adopting Activity: 
   Air Force - 99     DLA - CC 
   Army - AV 
   Navy - AS   (Project 4730-1091-000) 
   DLA - CC 
 

Reviewer activity: 
Air Force - 71 
Army - AR, AT, MI 

 
NOTE:  The activities listed above were interested in this document as of the date of this document.  
Since organizations and responsibilities can change, you should verify the currency of the information 
above using the ASSIST Online database at http://assist.daps.dla.mil.
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