NOTICE OF INACTIVE

FOR NEW DESIGN INCH-POUND

MIL-PRF-6106/19G
NOTICE 1
09 April 2012

DETAIL SPECIFICATION SHEET
PERFORMANCE SPECIFICATION SHEET
RELAY, ELECTROMAGNETIC PERMANENT MAGNET DRIVE,
25 AMPERES, SPDT, HERMETICALLY SEALED

MIL-PRF-6106/19G is inactive for new design and is no longer used, except for replacement
purposes. For new design use MIL-PRF-83536/36 and MIL-PRF-83536/37.

Superseded | Replacement Superseded | Replacement
PIN PIN PIN PIN
M6106/19- | M83536/36- M6106/19- | M83536/37-
-003 -001 -015 -001

-004 -002 -016 -002

-005 -003 -017 -003

-006 -004 -018 -004

-007 -005 -019 -005

-008 -006 -020 -001

-009 -007 -021 -002

-010 -003 -022 -003

-011 -004 -023 -004

-012 -005 -024 -005

-013 -006

-014 -007

-025 -008

The Qualified Products List (QPL) associated with this inactive for new design specification will
be maintained until acquisition of the product is no longer required, whereupon the specification and
QPL will be canceled.

AMSC N/A FSC 5945


http://www.landandmaritime.dla.mil/Downloads/MilSpec/Docs/MIL-PRF-6106/prf6106ss19.pdf
http://www.landandmaritime.dla.mil/Downloads/MilSpec/Docs/MIL-PRF-83536/prf83536ss36.pdf
http://www.landandmaritime.dla.mil/Downloads/MilSpec/Docs/MIL-PRF-83536/prf83536ss37.pdf
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Custodians: Preparing activity:
Air Force — 85 DLA-CC
DLA-CC (Project 5945-2012-015)

Review activities:
Air Force — 99

NOTE: The activities listed above were interested in this document as of the date of this document.
Since organizations and responsibilities can change, you should verify the currency of the information
above using the ASSIST Online database at https://assist.daps.dla.mil.



https://assist.daps.dla.mil

