
DSCC Supplemental Information Sheet for Electronic QPL-81

Specification: MIL-PRF-81

Specification Details:

Title: Capacitor, Variable, Ceramic Dielectric
Federal Supply Class (FSC): 5910
Conventional: Yes
Specification contains quality assurance program: No

Date: 3/4/2008

MIL-STD-790 Established Reliability & High Reliability: No
MIL-STD-690 Failure Rate Sampling Plans & Procedures: No
Weibull Graded: No
Specification contains space level reliability requirements: No
Specification allows test optimization: No

DSCC Office of Primary Involvement: Passive Devices Team, DSCC-VQP

Contact Information:

Primary DSCC-VQ Contact: 614-692-0666, e-mail: vqp.mp@dla.mil
Secondary DSCC-VQ Contact: 614-692-0597, e-mail: vqp.jz@dla.mil

Notes:

PIN: The PIN consists of the Style, Characteristic, and Capacitance.

Style: The style is identified by the two-letter symbol “CV” followed by a two-digit number; the letters identify ceramic dielectric, variable capacitors 
and the number identifies the shape and dimensions of the capacitor.

Characteristic: The characteristic is identified by a single letter.

Capacitance: The nominal maximum rated capacitance value expressed in picofarads (pF) is identified by a three-digit number; the first two digits 
represent significant figures and the last digit specified the number of zeros to follow. When fractional values are required, the letter “R” will be used 
to indicate the decimal point. For example: 2R5 indicates 2.5 pF.

Part Configuration:

Style Characteristic Capacitance
Value

CV11 A 070

CV11 A 070

Part Listings:

GOVERNMENT 
DESIGNATION

MANUFACTURER'S
DESIGNATION OR 
TYPE NUMBER

TEST OR    
QUALIFICATION 
REFERENCE

       SUPPLIER'S NAME 
(ADDRESS ON LAST PAGE)

SPECIFI-
CATION
SHEET

CV11
503-041 81-65-80 Tusonix, Inc./1Min. cap. values 1.5pF thru 7pF; Max. cap. values 

7pF thru 45pF; char. A, C, D; volts 500
CV31

538-054 81-67-80 Tusonix, Inc./4Min. cap. values 2pF thru 15pF; Max. cap. values 
8pF thru 60pF; char. A, B, C, D, E; volts 200, 350
CV32

538-067 81-67-80 Tusonix, Inc./4Min. cap. values 2pF thru 15pF; Max. cap. values 
8pF thru 60pF; char. A, B, C, D, E; volts 200, 350
CV35

518-016 81-961-74 Tusonix, Inc./6Min. cap. values 1pF thru 7pF; Max. cap. values 3pF 
thru 40pF; char. A, C; volts 25, 100
CV36

518-017 81-962-74 Tusonix, Inc./6Min. cap. values 1pF thru 7pF; Max. cap. values 3pF 
thru 40pF; char. A, C; volts 25, 100
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NATIONAL DEVICE
SPECIFICATION

NATIONAL DEVICE SPECIF-
ICATION PART NUMBER

TEST REPORT
NUMBER

SUPPLIER'S NAME 
(ADDRESS ON LAST PAGE)

PART II

The following products listed herein are reciprocal listings based on the NATO Standardization agreement (STANAG) 4093 or International 
Standardization Agreements.

These devices are listed of the concerned nation and, according to the qualifying authority of that nation, the devices meet the requirements for such 
listing. The products were completely manufactured, assembled, and tested in the concerned nation in accordance with the requirements of that 
nation. No review has been made by our qualifying activity of the manufacturingor test facilities or test report. Furthermore, no determination of 
equivalency has been conducted.

NATIONAL
QPL

TUT/7/H ODC/009/BS Oxley Developments Co., LtdBS 9093 F0019 PD 9002
TUT/7/V ODC/009/BS Oxley Developments Co., LtdBS 9093 F0019 PD 9002
TUT/7/PT ODC/009/BS Oxley Developments Co., LtdBS 9093 F0019 PD 9002
PTU/3 ODC/006/BS Oxley Developments Co., LtdBS 9093 F0018 PD 9002
PTU/2 0DC/006/BS Oxley Developments Co., LtdBS 9093 F0018 PD 9002
PTU/1.2 ODC/006/BS Oxley Developments Co., LtdBS 9093 F0018 PD 9002
CD5/40 ODC/002/BS Oxley Developments Co., LtdBS 9093 F0016 PD 90002, PART I, 4/30/92
CD5/25 ODC/002/BS Oxley Developments Co., LtdBS 9093 F0016 PD 90002, PART I, 4/30/92
CD5/20 ODC/002/BS Oxley Developments Co., LtdBS 9093 F0016 PD 90002, PART I, 4/30/92
CD5/17 ODC/002/BS Oxley Developments Co., LtdBS 9093 F0016 PD 90002, PART I, 4/30/92
CD5/10 ODC/002/BS Oxley Developments Co., LtdBS 9093 F0016 PD 90002, PART I, 4/30/92
CD5/6 ODC/002/BS Oxley Developments Co., LtdBS 9093 F0016 PD 90002, PART I, 4/30/92
CD5/3 ODC/002/BS Oxley Developments Co., LtdBS 9093 F0016 PD 90002, PART I, 4/30/92
CD5/2 ODC/002/BS Oxley Developments Co., LtdBS 9093 F0016 PD 90002, PART I, 4/30/92
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Manufacturer and Supplier Location Information

Location: Priory Park, LAI2 9QG, U1verston, Cumbria, England

Plant Location:  Same Address as Manufacturer

Manufacturer:  Oxley Developments Co., Ltd  (CAGE Code:  K0066)

Location: 7741 North Business Park Drive, Tucson, AZ  85743-9622, US

Plant Location:  Tecnologia Mexicana, S.A., Avenida Instituto Tecnologico 298, Nogales, Sonora, Mexico

Manufacturer:  Tusonix, Inc.  (CAGE Code:  59660)
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