QUALI FI CATI ONS VALI DATED QPL-83522-13
EVERY 12 AND 36 MONTHS 16 Septenber 1999
SUPERSEDI NG

QPL- 83522-12
6 Cctober 1997

QUALI FI ED PRODUCTS LI ST
OF
PRODUCTS QUALI FI ED UNDER M LI TARY SPECI FI CATI ON
M L- C- 83522
CONNECTORS, FI BER OPTIC, SINGLE TERM NUS
GENERAL SPECI FI CATI ON FOR
This |ist has been prepared for use by or for the Governnent in the acquisition of products covered by M L-C- 83522.
Listing of a product is not intended to and does not connote endorsenent of the product by the Departnent of
Def ense. Al products listed herein have been qualified under the requirenents for the product as specified in
the latest effective issue of the applicable specification. This list is subject to change w thout notice;
revision or anendnent of this list will be issued as necessary. The listing of a product does not release the

supplier fromconpliance with the specification requirenents.

THE ACTIVITY RESPONSI BLE FOR THI'S QPL IS THE DEFENSE SUPPLY CENTER COLUMBUS (DSCC-VQ, COLUMBUS, OH 43216-5000.

MANUFACTURER' S TEST OR
GOVERNMENT DESI GNATI ON OR QUALI FI CATI ON SPECI FI CATI ON
DESI GNATI ON TYPE NUMBER REFERENCE SHEET MANUFACTURER S NAME AND ADDRESS
MB3522/ 16- BNX MSTC1000 83522-043-97 /16 Fi ber Systens International, Inc.
/ 16- DNY MSTC2000 83522-121- 97 1681 Firman Drive, Suite 103
83522- 055- 99 Ri chardson, TX 75081-1822
Plant: Sane Address
Cage Code: O0YPM2
MB3522/ 17- NX MSTA1000 83522- 055-99 /17 Fi ber Systens International, Inc.
[ 17-NY MSTA2000
MB3522/ 16- ANX 107 259 665 83522-180-93 /16 Lucent Technol ogi es
/ 16- CNX 107- 629- 602 2000 Northeast Expressway
/ 16- CNY 107- 259-673 Norcross, GA 30071-2992
Plant: Sane Address
Cage Code: 1K705
MB3522/ 17- NX 107 262 198 83522-180-93 117 Lucent Technol ogi es
[ 17-NY 107-779-746
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DI STRI BUTI ON STATEMENT A. Approved for public release; distribution is unlimnted.



QPL/QML Information
If you are using the latest version of the Adobe Acrobat Reader, version 3.0, you may notice that the text of the QPLs and QMLs appears light.  This is due to the anti-aliasing features of the version 3.0 Reader software.  Short of the font style and size being changed in all of the QPLs and QMLs to a combination that won't be anti-aliased, the problem with light text can be "corrected" with the Reader software.  Choose File/Preferences from the menu bar.  Then choose "General" from the menu pop-up.  De-select the "Smooth Text and Monochrome Images" checkbox.

NEW SERVICE from VQ (http://www.dscc.dla.mil/offices/sourcing_and_qualification/):  An automated QPL/QML notification system is now available. The Master Index of QPLs and QMLs web page (http://www.dscc.dla.mil/programs/qmlqpl/) will continue to be the delivery mechanism for the QPLs and QMLs, but if you wish to receive an e-mail message to indicate the changes to this page, please e-mail your name, telephone number, e-mail address, and the list of QPLs and QMLs you wish to be informed of to the VQ Web Team (VQWebTeam@dscc.dla.mil). Your list can consist of only one document or it can consist of all of the QPLs and QMLs that DSCC-VQ publishes.  Alternatively, you can visit http://www.dscc.dla.mil/programs/qmlqpl/QPLRequest.asp.  Please keep in mind that not all QPLs and QMLs that VQ publishes are on the Web at this point in time.


