
Statement from Apex, October 11, 2005 
 
Apex Micro-technology has manufactured commercial, non-compliant Military and one 
MIL-PRF-38534 compliant hybrid (PA21M/883, 5962-92152) for many years and have 
not experienced any failures attributed to tin whisker growth.  However, to return to 
compliance with paragraph E.4.2.7.1 of MIL-PRF-38534, all MIL-PRF-38534 compliant 
hybrids will use capacitors with Palladium/Silver terminations attached with conductive 
epoxy.  The effective date for this change is 07/05/05.  Apex Micro-technology is in the 
process of notifying all customers who have received hybrids on the attached list.  If any 
questions or concerns arise, please contact Rick Reed, (520)690-8695. 
 

DEVICE TYPE SMD # LOT DATE CODE 
PA08M 5962-90723 4B0630505 

4B2260507 
4B2250507 
4B2270507 
4B3440512 

PA12M 5962-90659 3B3650438 
3B3670438 
3B3660439 
3B7670449 
3B7680450 
3B8530450 
4B0740505 
4B0760505 
4B0770505 
4B2230508 
4B2240508 

PA21M 5962-92152  
(See Note 1) 

1994 to 9A9110340 

PA74M Non-Compliant 2B9500421 
2B9530421 
2B9550422 
3B1130428 
3B7480445 
3B7860446 
3B7850446 
3B7880448 
3B7870448 
3B7900451 
3B7890450 
3B7910502 
3B7920503 
3B7930503 
3B9190504 
3B9180505 



3B9200507 
3B9210507 
3B9230507 
4B2890508 
4B2870508 
4B2880508 
3B9220508 
4B2860510 

PA83M 5962-91621 4B1070506 
PA84M 5962-90736 3B4990439 

3B8520450 
 
NOTE: 1:  Apex no longer supplies this device. 
 
 


